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Chassis Dimension
Overall Length 9,660 mm
Overall Width 2,590 mm
Overall Height 3,220 mm
Wheel Base 5675 mm
Engine
Type Turbo intercooler, diesel
Power 420 ps (309%w)@1,900rpm
Displacement 11,051cc
Cylinder In line 6 cylinder
Bore 123 mm
Stroke 155 mm

Specifications of Jet and Sucker Machine

2. Vacuum Pump

Division Detail Model (Production Company) DV-125 (ROBUSCHI)
Wing Type Roots
Chassis Model EE}S‘;WOC"]’I ICL7D7'NOVUS Maximum Airflow 99 mi/min
Maximum Rotation speed 2,400 rpm
Driving Method 6 x4 Maximum Vacuum level 93 % 5. Attachments
Vehicle Weight 19,935 kg Power 169 kW Sludge tank Maximum Capacity 9,079 Liter (9uf}
Maximum load capacity 9,300 kg : :;::m Capacity :;?;D:m {Bul)
GvwW 29,365 k 3. High-Pressure Pump e Moterl r——
¥ g : Main hose reel A4' 130m
Model (Production Company) MK2S50 (PRATISSOLI) e T
Length 4000 mm Wing type Piston i a5 25
Width 1,700 mm Maximum flow rate 285 Ltr/min b ::: R
Height 1700 mm Maximum rotation speed 1,500 rpm / 1,800 rpm / 2,200 rpm Suctian boam otation
Sludge tank ' Maximum pressure 250 bar
Power required 137.5 kW
Offset -145 mm
4. PTO
Front Axle 6,900 kg Model (Production Company) 5-stage gear PTO (KCP)
Weight when Input shaft maximum torque 32,000 Nm
empty Middle Axle 6,520 kg Output shaft maximum torque 2,250 Nm
Gearbox (Add) 1.310 (Increased speed)
Rear Axle 6,615 kg 5th stage 1.243 (increased speed) K™
; 4th stage 1.122 (increased speed)
Weight when Loaded Weight 6,790 kg Gear Ratio 3rd stage 1.179 (!ncreased speed) ggggwggj;oir:;g:Haman-myecn.
loaded (sludge) Water Loaded 11,290 kg 2nd level ' ‘ 1.122 (increased speed) Haman-gun, Gyeongsangnam-do, 52052, Korea.
Sludge+ Water 11,285 kg 1st stage (input axis) | 1 Tel: +82-55-580-9000 E-mail: info@kcppump.com
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